20001113.ba v03_n034.bam.20001113 


>From ???@??? Mon Nov 13 13:12:00 2000 -0600 

Date: Mon, 13 Nov 2000 13:09:27 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3034 

Message-Id: <20001113201313 .E85553E3@devel43.theporch. com> 


BOATANCHORS Digest 3034 
Topics covered in this issue include: 


1) Re: MOVING QUESTIONS 
by Kim Herron <kherron@voyager.net> 
2) Technical Data Base 
by "Jay H. Miller" <jay@kk5im.com> 
3) Ist wave of stuff 
by "Benjamin D. Hall" <kd5byb@WT.NET> 
4) Re: Marine Radiotelephone radios 
by Ed Zeranski <ezeran@concentric.net> 
5) RE: How do I clean this? 
by "Jim Berry" <basalop@gte.net> 
6) Re: REPLACEMENT CORD/UL STUFF 
by Arden Allen <gumbear@pacbell.net> 
7) Re: 7427? 
by "Barry L. Ornitz" <ornitz@tricon.net> 
8) Re: Gear train wanted.. 
by "Barry L. Ornitz" <ornitz@tricon.net> 
9) RE: Gear train wanted.. 
by "Bill Hawkins" <bill@iaxs.net> 
10) Re: REPLACEMENT CORD/UL STUFF 
by Scott Robinson <spr@earthlink.net> 
11) Boat radio "Rules of Thumb" 
by "Hue Miller" <kargokult@proaxis.com> 
12) Re: 7427? (glass enclosed crystal thing) 
by Roy Morgan <roy.morgan@nist.gov> 
13) Re: How do I clean this? 
by "russ dworakowski" <wb3fau@hotmail.com> 
14) Re: More on R-390-A sale 
by "russ dworakowski" <wb3fau@hotmail .com> 
15) Lysco Question 
by "Freeberg, Scott (STP)" <scott.freeberg@guidant.com> 
16) Grounding 
by Merz Donald S <merz.ds@mellon.com> 
17) Bad Power Strips 
by Merz Donald S <merz.ds@mellon.com> 
18) RE: Moving questions 


by Roy Morgan <roy.morgan@nist.gov> 
19) Re: Bad Power Strips 
by "Arthur I. Larky" <ail0@lehigh.edu> 
20) ADMINISTRIVIA: Fancy HTML in Posts 
by listown@nanniandjack.com (Mail List Owner) 


Message-Id: <3.0.6.32.20001112201940 .007e4680@pop. voyager.net> 
Date: Sun, 12 Nov 2000 20:19:40 -0800 

To: Old Tube Radios <boatanchors@theporch. com> 

From: Kim Herron <kherron@voyager.net> 

Subject: Re: MOVING QUESTIONS 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hi Guys, 


>Supervise the movers, watch, kibitz, buy em coffee & donuts as often as 
>necessary. Offer to buy them lunch, maybe take out, maybe at local 
>eatery, help them find a decent place to eat. But DON'T try to "help" 
>them, you'll just get in the way. But let them know that ur stuff 

>is a bit delicate & means a lot to you. Identify the supervisor (who may 
>be the truck driver) & schmooz him (sometimes her!). Tip them decently 
>& properly (if they do well!) and make sure they know that before-hand. 


I've always done this whenever I have ANYBODY working for me. 
Especially when I want the stuff back in working condition. I believe that 
it's referred to as COMMOMN COURTESY. This very principle gets me set up 
at Dayton (and other hamfests) REAL FAST, carefully and with little effort. 
It's unfortunate that the manners our grandparents were taught, didn't 
filter down to a lot of us. Tsk, Tsk. 


Kim 


Mime-Version: 1.0 

Message-Id: <p05001902b634fa888869@[199.34.24.146]> 

Date: Sun, 12 Nov 2000 19:55:28 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Jay H. Miller" <jay@kk5im.com> 

Subject: Technical Data Base 

Content-Type: text/plain; charset="iso-8859-1" ; format="flowed" 
Content-Transfer-Encoding: quoted-printable 


Over the past year I have conducted a few experiments in "electronic 
publishing" of selected amateur radio documents on a portion of my 
personal website. Most of the items available are those which are 


frequently asked for by members of various Internet mail reflectors 
and it's proven quite handy. Naturally a lot of the documents deal 
with Collins radios. Over 2000 hits have been registered on the page 
indicating, at least to me, that there is definite interest in such a 
resource. 


Thanks to the effort of some dedicated friends and associates, I was 
recently granted a license from Rockwell Collins to reproduce and 
disseminate, in electronic and written format, any Collins 
copyrighted documents, or portions of Collins copyrighted documents, 
related to Collins amateur radio products. Such documents include, 
but are not limited to, product manuals, schematics, test methods, 
service bulletins, advertising materials, product catalogs, 
maintenance information and other technical and product information 
related to Collins amateur radio products. 


I'd like to gradually expand this Technical Data Base as my time, 
enthusiasm and funds permit. I expect to include items from my 
personal collection and from others in the hobby who have offered 
their resources (both technically and materially) for this project. 
Perhaps additional original technical documents, specifically written 
for this purpose, will also be created using some of the Collins 
materials as a starting point. 


If you have any specific requests or suggestions, contact me and I 
will see what can be done. 


I'd like to point out that this is NOT a commercial website (i.e. 
nothing on the Data Base page is for sale) nor should this be 
construed as an announcement of a "new organization" in any shape, 
form or fashion. It is simply another privately funded resource for 
like-minded individuals interested in Collins radios which I plan to 
share with my friends and fellow radio nuts and to promote the use 
and enjoyment of vintage amateur radio equipment. I realize that 
efforts by others are underway to undertake similar Internet based 
projects, but I don't expect there to be much in the way of 
duplication in this regard. 


To directly access my Technical Data Base, point your browser to: 
http://www. kk5im.com/techdata. html 

You will need Adobe Acrobat reader as all the downloadable files are 
in .pdf format. I feel this format gives the best reproduction and is 


one of the most universal, cross-platform readers available. 


73 


KKKKKAKKKKA JayEkkSim.com xk*kKkKAKKKKK 
Jay H. Miller, KK5IM 32=BO AASR Dallas, Texas 
The Pocket Guide to Collins Amateur Radio Equipment 
A Pictorial History of Collins Amateur Radios 
NRA * ARRL * AMI#846 * DXCC x S.A.S.S. #34,692 
NEW Website: http://www.kk5im.com 
xxk*k*kx Proud to be 100% Macintosh since 1984! xxxxx 


Message-Id: <3.0.32.20001112205230.007e4590@mail .wt.net> 
Date: Sun, 12 Nov 2000 20:52:34 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Benjamin D. Hall" <kd5byb@WT.NET> 

Subject: ist wave of stuff 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Greetings all... 
First list of stuff in preparation for my move to Alabama: 


1) Tek RM 561A rack mount o-scope. Works, but I'm not sure how well. 
Have four plugins for it, two 2B67 time bases, a 2A63 diff amp, and a 3A1 
dual trace. 3A1 time base only works in chop mode, seem to remember both 
time bases working, never tried the 2A63. I'd like to get $40 for the 
collection. I could be persuaded to ship this combo. 


2) A US Navy power supply. 0-12 volts at 40 (I think) amps, 0-24 volts at 
20 amps. I've replaced leaky capacitors with new units (much larger), 
replaced selenium rectifiers with silicon, and replaced fan from a donor 
Tek scope. Unit produces more voltage now, and is regulated by variac-like 
winding on transformer. One meter is missing glass. Since I got this for 
free, I'll pass it along for free to someone who can use it, only in 
Houston, Texas. 


Thats it for tonight, T-storms requiring shut-down of computer... 


73, 
ben 


Benjamin D. Hall, KD5BYB 

Located in Houston, Texas, USA. 

e-mail: kd5byb@WT.net, web: http://web.wt.net/~kd5byb/ 
"An ye harm none, do what thou wilt." 


Message-Id: <4.2.0.58.20001112192543 .009£3610@pop3.concentric.net> 
Date: Sun, 12 Nov 2000 19:29:02 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Ed Zeranski <ezeran@concentric.net> 

Subject: Re: Marine Radiotelephone radios 

Cc: <e@hiwaay.net> 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 02:50 PM 11/12/00 -0800, Hue Miller wrote: 

>Re the frequency range of the old AM boatradios, I believe 
>every one will tune down to 2000 kc/s at least, because the 
>lowest official channel to this band was something like 2009. 


Here it goes agin’ cc ee eee ee eee ee eee Any body heard Submarine 
Signal Co. "CapeCod Navigator" RDF unit?? 


From: "Jim Berry" <basalop@gte.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: How do I clean this? 
Date: Sun, 12 Nov 2000 19:44:04 -0800 
Message-ID: <0Q00b01c04d23$£819ac00$2f020f£3£@default> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hello Art, 


There are probably a dozen different things you can use that will not 
attack the fiber gears, but will soften up the grease. I think I 
would start with common lamp oil (kerosene). I don't think it would 
harm the fiber gears in any way, but sure would soften up old grease. 


73 Jim K7SLI 


> grease in the gears has dried up and the thing no longer 
> turns. 
> Art K3HBA 


Date: Sun, 12 Nov 2000 19:52:19 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: REPLACEMENT CORD/UL STUFF 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QG3YOOF1IC2N9VL@mta6.snfc21.pbi.net> 
MIME-version: 1.0 


Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi John; 


It's junk & dangerous junk at that! The only connection for safety 
ground is made by little tangs of sharp metal from the back of each 
outlet that push on the back inside of the rear strip & hopefully scratch 
thru paint & remain in solid contact with that surface, which is 
connected 

> to safety wire of attached cord. ......... 


VV VV 


Believe it or not, that used to be an OK way to make them things. In 1970 
I bought some strips, made by Wiremold (probly same outfit as "Plugmold") 
and made exactly as you describe. I didn't liked them so I ran a piece of 
14 AWG wire down the strip and soldered it to each of the grounding 
"contacts". I used three wire cord and connected the green wire to my new 
ground bus. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Message-ID: <007901c04d29$2eb3b120$945f62d8@naxs. com> 
From: "Barry L. Ornitz" <ornitz@tricon.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: 7427? 
Date: Sun, 12 Nov 2000 23:21:21 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="utf£-7" 
Content-Transfer-Encoding: 7bit 


Hi Marty and group, 


+AFS-7427+AF0O- 

+AD4- This is a tall, 12BY7-size, clear-glass 9-pin mini made by GE. 
+AD4- Insides look like quartz plate with a rat-maze etched on. 
+AD4- Thermistor??? 


It is a photoconductive cell often used for relay control. It has an S-15 
spectral response and a sensitivity of 4 milliamps per foot-candle when 
using a voltage of 50 volts. The maximum current is 20 mils. 


Pins 1 and 2 are connected together, and pins 3 and 5 are connected 
together, with the resistive element being between these pairs. The 
optimum light sensitivity is obtained when the light strikes the surface 70 
degrees clockwise of a line between pins 2 and 7. 

This is almost like looking at pin 9 toward pin 4. 


73, Barry WA4VZQ ornitz+AEA-tricon.net 


Message-ID: <Q0ad01c04d2b$dd38e600$945f62d8@naxs. com> 
From: "Barry L. Ornitz" <ornitz@tricon.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Gear train wanted... 
Date: Sun, 12 Nov 2000 23:40:31 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


A very useful catalog for parts such as Herbert Rosenthal, W5AN, needs is 
that of 

Stock Drive Products/Sterling Instrument. They carry all sorts of gears, 
mechanisms, timing belts, flexible couplings, etc. They are a must for 
homebrewers. 


Request their catalogs from: http://www.sdp-si.com/catalogs.htm 
or write to them at: 
Stock Drive Products / Sterling Instrument 

2101 Jericho Turnpike 

Box 5416 

New Hyde Park, NY 11042-5416 


73, Barry L. Ornitz WA4VZQ ornitz@tricon.net 


From: "Bill Hawkins" <bill@iaxs.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Gear train wanted.. 
Date: Mon, 13 Nov 2000 01:07:59 -0600 
Message-ID: <001101c04d40$7489af80$290aa8cO@darius> 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi Herb, 


Sounds like a challenging project. I xam* an ME, and I'd find 
it challenging. 


If you use belts and pulleys, you won't have to worry about 
precision shaft alignment required for gears or couplings. 
Remember that pulling a belt tight puts a terrible load on 


the shaft bearings, so leave a little play in the belt, just 
like the fan belt on a car. 


If you find the 15,000 parts at Stock Drive Products daunting, 
try Herbach & Rademan in Philly (www.herbach.com). They have 
surplus stuff that won't be exactly what you want, but they 
have belt & pulley kits as well as gearhead motors. 


Are you gonna take pictures? 


Regards, 
Bill Hawkins 


Message-Id: <v03007802b6355701b072@[209 .178.168.57]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Mon, 13 Nov 2000 00:32:51 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Scott Robinson <spr@earthlink.net> 

Subject: Re: REPLACEMENT CORD/UL STUFF 


Folks, 


Wile I agree with the concerns expressed about poorly connected safety 
grounds, my personal interest is diluted by the fact that my house, along 
with about 80% of the houses I see, has no grounded outlets. Gotta be 
about 1960 or later in most places to have that feature. 


If you are wired with EMT, you can hope the conduit busings are properly 
tight and use that for a safety ground, but with Romex you're outa luck, 
unless you can get at it to run a green wire close by. 


Sigh... 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


Message-ID: <002401c04d53$18456800$25fd91c6@oemcomputer> 
From: "Hue Miller" <kargokult@proaxis.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Boat radio "Rules of Thumb" 


Date: Mon, 13 Nov 2000 01:21:14 -0800 

MIME-Version: 1.0 

Content-Type: text/plain; 
charset="iso-8859-1" 

Content-Transfer-Encoding: 7bit 


Did a quick pass on some manuals just now and it appears 
that (with some exceptions): * 


1. They all, except for maybe 1940s back, tune at least 
from 2000 - 5000 kc/s. 


2. Some will tune to 1600 as-is, some others can be tuned 

down to 1600 "on special order" or some simple modification 
described in the manual. ( So you can compete with the local 
Traffic Information System station ) 


3. Below about 100 watts, they tune up to around 5-6 Mc/s. 
This is about the dividing line. Around 100 watts on, they 
tune up to maybe 8000. At around 150 watts up, you start 
getting the "high seas" frequency coverage, up to 16 or 18 
Mc/s. 


4. Also "around" 100 watts, they start having a driver 
stage between the osc. and PA - one more adjustment 
to make (maybe after tracing out all the switching wiring). 


5. Some of the "50 watt" class with v.t. receivers have 
only 1 IF - a fact, tho some have written otherwise. The 
transistorized receiver models all have 2 IFs. The one- 
IF sets might not make the best candidate for ham use. 


Also- i mention: 3885 seems to have been a military 
frequency, and with some scrounging at hamfests you 
might be able to find 3885 and 3885+455 in FT-243. 


Nostalgia is thinking about listening to the old 2-3 Mc/s 

boat band in its heyday. Wish i had done a little more of 

that. I still recall listening to KOW2 on 2522, Seattle, on 

an AN/TRC-2 that someone had used on a boat, til they 

could afford more power. 

Smooth sailing- 

-Hue Miller 

* did not have Sonar 75, only Sonar 45 - maybe the receivers are 
the same? 


Message-Id: <4.3.2.7.2.20001113083716.00bc5ce0@sdct-sunsrv1.ncsl.nist.gov> 


Date: Mon, 13 Nov 2000 08:45:33 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Roy Morgan <roy.morgan@nist.gov> 

Subject: Re: 7427? (glass enclosed crystal thing) 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Joe and MV Smith, 


You may have a multiple - part crystal filter intended for telephone 
multiplex application. The phone company combined voice channels on 
multiple carries from about 80 kc to 150 kc, sent the lot over a coax line 
for long distances and de-multiplexed them at the other end. Four-or 
Eight- element lattice crystal filters were developed to do the job, and 
they found a way to put complementary parts of the crystals on the same 
piece of crystal blank. 


The example I have is a moderately ancient module that has base-less glass 
enclosed crystals with wire leads in two sets of four for a total of 16 
crystal elements. I think its pass band is at about 85 kc. 


> From: Joe LeKostaj <jm_lekostaj@attglobal.net> 
>Subject: Re: 7427? 


>FWIW... I've seen 100kHz crystals in this sort of tube envelope. It'd be 
>a surprise to me, though, to see one with a GE marking and a tube-like 
>part number. But ya never know. 

>At 8:41 AM -0500 11/12/00, Marty's Refl. Drop wrote: 

>>This is a tall, 12BY7-size, clear-glass 9-pin mini made by GE. 

>> 

>>Insides look like quartz plate with a rat-maze etched on. 
>>Thermistor??? 

>>Anyone grok the thing? 


Roy 

-Keep em glowing! 

Roy Morgan, KILKY since 1959 
7130 Panorama Drive 

Derwood MD 20855 
301-330-8828 
roy.morgan@nist. gov 


From: "russ dworakowski" <wb3fau@hotmail.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: How do I clean this? 

Date: Mon, 13 Nov 2000 09:47:42 EST 


Mime-Version: 1.0 
Content-Type: text/plain; format=flowed 
Message-ID: <LAW2-F261vimdZhU0E000002418@hotmail . com> 


Hi Art, Alot of solvents will work, kerosene and a tooth 
brush should do fine. I wud let it soak for a while, 

it will be alittle easier. I hate to mention WD-40, 

but it does do a job on old grease. Russ. 


>From: "Arthur I. Larky" <ail0@lehigh.edu> 

>Reply-To: ailO@lehigh.edu 

>To: Old Tube Radios <boatanchors@theporch.com> 

>Subject: How do I clean this? 

>Date: Sun, 12 Nov 2000 13:24:21 -0500 

> 

>I have a vernier drive which is marked "Publix Precision Products". The 
>grease in the gears has dried up and the thing no longer turns. How do 
>I clean out the gunk without disolving the fibre things? 

>thanks, 

> Art K3HBA 


Get Your Private, Free E-mail from MSN Hotmail at http://www.hotmail.com. 


Share information about yourself, create your own public profile at 
http: //profiles.msn.com. 


From: "russ dworakowski" <wb3fau@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch. com> 
Subject: Re: More on R-390-A sale 

Date: Mon, 13 Nov 2000 10:17:27 EST 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <LAW2-F266Wyu9kstC7t00001bf9@hotmail . com> 


I wish my name was Rick Mish,as I cud collect 390a 
royalties on sales. $850 ought to be an easy sale[huh?] 


>From: Raymond Cote <rjcote@hawaii.rr.com> 
>Reply-To: rjcote@hawaii.rr.com 

>To: Old Tube Radios <boatanchors@theporch.com> 
>Subject: More on R-390-A sale 

>Date: Sun, 12 Nov 2000 13:26:32 -1000 


> 

>GAng! 

> I sent a message to the list on an R390-A for sale from Hawaii and said 
>to contact the owner. Well, the owner has been fighting with his 
>computer for a week and the computer is winning. Please send responses 
>and/or questions to me and I will contact him. I will probably have to 
>go over and help rescue him (from his computer) later today. 


Get Your Private, Free E-mail from MSN Hotmail at http://www.hotmail.com. 


Share information about yourself, create your own public profile at 
http: //profiles.msn.com. 


Message-ID: <1D1B8647FA5CD411A02800508BDFDOA01FBB8B@stpmsx03.stp. guidant.com> 
From: "Freeberg, Scott (STP)" <scott.freeberg@guidant.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Lysco Question 
Date: Mon, 13 Nov 2000 10:40:03 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 


Hi All, 


I just bought and took delivery of a Lysco transmitter in very excellant 
condition! I'll put pictures up on my website soon. 


I was expecting the cabinet to be curved and extend past the front panel. 
Instead, the cabinet is flat towards the front and ends at the edges of the 
front panel. The cabinet has a lid on top and vent ridges on the sides. 
The front panel doesn't have a model number like (500 or 600) under the 
Lysco name in the front panel label. There is no labelling on the back of 
the cabinet. There are two pointer knobs on it which don't match a 500 or 
600 style knob. 


I haven't seen much on Lysco’ on the internet, so I am wondering if you 
might know what model I have. Its a beauty and will be a joy put on the 
air this winter! 


Thanks very much!, 


73, Scott WAIWFA 
http: //www.qsl.net/wa9wfa 


Message-ID: <20001113173130.6745.qmail@mellon.com> 
From: Merz Donald S <merz.ds@mellon.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Grounding 

Date: Mon, 13 Nov 2000 12:26:36 -0500 
MIME-Version: 1.0 

Content-Type: text/plain 


Scott said: 


While I agree with the concerns expressed about poorly connected safety 
grounds, my personal interest is diluted by the fact that my house, along 
with about 80% of the houses I see, has no grounded outlets. Gotta be 
about 1960 or later in most places to have that feature. 


VVVV Vv 


All our shacks need a good electrical ground. This old BA equipment is 
dangerous enough that I would call this a requirement. I think all the gear 
(excluding AC/DC) and racks, possibly even metal shelving should be 
separately grounded to a substantial outside ground. 


Some would say that this outside ground should also be tied to the house 
wiring ground. But this is a judgement call since code violations could be 
necessary to accomplish this unless you pay an electrician to do it. 


My shack is in the recently-rewired basement of my house. I run both 3-wire 
grounded line cords on the gear and a separate outside ground. But I am not 
satisfied and plan to upgrade the quality of the grounding here as soon as 
possible. 


As I mentioned before, Monitoring Times, in their 1997 issues published a 
great series of articles on grounding. One issue covered theory, another 
covered how the military does it, another covered research results on 
grounding and another covered how to build a test jig to test the quality of 
your local ground. Some of this was mixed in with articles on lightning 
arresting setups. But then there were also some valuable articles on 
practical aspects of building your own ground and lightning arresting 
system. Highly recommended. 


73, Don Merz, N3RHT 


KAKKAIKK KAKA KAKA KAKA KKK KAKA KAKA KAKA AKA K IKK K IKK K AIK K AKA K AKER RIK 
DISCLAIMER: The information contained in this e-mail may be confidential 
and is intended solely for the use of the named addressee. Access, copying 
or re-use of the e-mail or any information contained therein by any other 


person is not authorized. If you are not the intended recipient please 
notify us immediately by returning e-mail to the originator. 


Message-ID: <20001113182244 .14679.qmail@mellon.com> 
From: Merz Donald S <merz.ds@mellon.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Bad Power Strips 

Date: Mon, 13 Nov 2000 13:17:47 -0500 

MIME-Version: 1.0 

Content-Type: text/plain 


John said: 
Speaking of UL forgeries...I picked up a used outlet strip, about 6 feet 
long, multiple outlets, in slender metal case, 2 pieces, front & back, 
rectangular-shaped outlets. It's junk & dangerous junk at that! The only 
connection for safetyground is made by little tangs of sharp metal from 
the 
back of each outlet that push on the back inside of the rear strip... 


VV VV VV WV 


This is something that every hobbyist of any stripe should be aware of. 
NEVER buy used power strips at hamfests or anywhere else unless 

you are planning to disassemble them and confirm that they are still 
working as designed. An ohm-meter test is not good enough. And NEVER 

buy cheap power strips even brand new--they are all built with shortcuts 
such as John notes above. 


Anyone who has taken apart a few of these has had an eye-opening 
experience. 


73, Don Merz, N3RHT 

KAKA IKK IKK IKI IKI KKK III KI KIKI III IK III III IKK III IIIA III III IIIA IK IK 
DISCLAIMER: The information contained in this e-mail may be confidential 
and is intended solely for the use of the named addressee. Access, copying 
or re-use of the e-mail or any information contained therein by any other 
person is not authorized. If you are not the intended recipient please 
notify us immediately by returning e-mail to the originator. 


Message-Id: <4.3.2.7.2.20001113131827 .00e75440@sdct-sunsrv1.ncsl.nist.gov> 
Date: Mon, 13 Nov 2000 13:20:04 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Roy Morgan <roy.morgan@nist.gov> 

Subject: RE: Moving questions 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 10:50 AM 11/12/00 -0600,"Meix Ben-Droxr" wrote: 


>I'll be moving from Central Islip, NY to Landrum, SC next July 


. I think I'll load them myself on the mover's 
>van, individually wrapped in bubble wrap. 


I seriously doubt that the movers will let YOU load THEIR truck. 
The lawyers and all that. 


Roy 

-Keep em glowing! 

Roy Morgan, KILKY since 1959 
7130 Panorama Drive 

Derwood MD 20855 
301-330-8828 
roy.morgan@nist. gov 


Message-ID: <3A1035A3.AD7112DA@lehigh.edu> 
Date: Mon, 13 Nov 2000 13:40:35 -0500 

From: "Arthur I. Larky" <ail0@lehigh.edu> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Bad Power Strips 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


We had a plug-strip enclosed in a wireway installed in a lab at Lehigh 
University. The work was done by local electricians. One day, one of my 
students pushed a piece of equipment towards the back of the bench where it's 
case contacted a grounded object. The case of the equipment was connected by a 
3-pin plug to the wireway outlet. The flash of flame melted the corner off of 
the instument case. We discovered that they had found a power source in the 
basement in which both sides of the AC line were 55 volts above ground. The 
"ground" connection between the wireway and the sockets was through the 
mounting clip that held the sockets to the wireway. Unfortunately, both the 
wireway and the ground clip were nicely painted at all points. 
We made the electricians come back and wire the nice green-painted grounding 
screws on each socket to a real ground. Knowing how things work around here, 
the University probably got billed for the retrofit work. (I just got a bill 
from an eye doctor for a refraction - it was his 6th try at getting it right 
and the one after which he told me to go somewhere else. I hurts me to see 
that Medicare pays him for the 6 months of non-success!) 

Be cautious - as others have said, don't buy cheap and check everything 


yourself - you are the one who will get killed, not the klutz who built it. 
You may get a rich lawyer and a semi-rich widow out of it, but where's the 
profit for you? 


Merz Donald S wrote: 


John said: 
Speaking of UL forgeries...I picked up a used outlet strip, about 6 feet 
long, multiple outlets, in slender metal case, 2 pieces, front & back, 
rectangular-shaped outlets. It's junk & dangerous junk at that! The only 
connection for safetyground is made by little tangs of sharp metal from 
the 
back of each outlet that push on the back inside of the rear strip... 


VV VV VV MV 


This is something that every hobbyist of any stripe should be aware of. 
NEVER buy used power strips at hamfests or anywhere else unless 

you are planning to disassemble them and confirm that they are still 
working as designed. An ohm-meter test is not good enough. And NEVER 

buy cheap power strips even brand new--they are all built with shortcuts 
such as John notes above. 


Anyone who has taken apart a few of these has had an eye-opening 
experience. 


VV VVVMV VV VV VV VV VV VV VV 


73, Don Merz, N3RHT 


Message-Id: <200011131915.eADIJF5Q10800@0sr506. nanniandjack. com> 
From: listown@nanniandjack.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: Fancy HTML in Posts 

Date: Mon, 13 Nov 2000 11:15:00 -0800 (PST) 


Gang - 


Please accept this periodic posting as it is intended: 
A suggestion that will help everyone on the list... 


Many many of the members of the list read through text-based mailers on 
systems of other than WIntel origins... this is particularly true for 
those members who are "off-shore" where the technology is too expensive 
to justify. Just keep in mind that NOT everyone reads the list postings 
with the very latest windowed technology. 


PLEASE avoid the use of HTML and "quoted printable" in your email. If 

you don't know what this means, then PLEASE get help and set your mailer 
up so that you send your posts to the list in "PLAIN TEXT" only, with NO 
fancy HTML.... generally, avoid fancy fonts and colors, which will force 


your mailer to use the fancy stuff, and creates the problem. 


The problem is serious enough that we have taken steps to protect the 
list... we have created a filter that detects anything sent to the list 
that is not plain text, and deletes the rest of the message from the place 
where the non-text is detected. 


You may have seen "FOBIDDEN FORMAT" in a post to the list, and wondered 


what happened... it is the phrase we insert to let the poster know that 
the post contained a binary, an attachment, HTML, a "vcard" or some other 
format that presents a problem to the List Processor... it enforces 


consideration of your fellow BoatAnchors members. 
PLEASE use only plain text. 


PLEASE Get help with setting your mailer to not send the 
fancy HTML and quoted printable. 


PLEASE be considerate of the list resources and your fellow members. 


Thanks for your attention 


73 
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Owner - - - 
listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose" 


"Il n'y a que les idiots qui ne changent jamais d'idee" 
Mon Nov 13 11:15:00 PST 2000 


End of BOATANCHORS Digest 3034 
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